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testing is a non-destructive measurement technique that measures the response of a system to an
applied vibration as a function of frequency, and allows determination of modal parameters such as
resonance frequencies (ratio between stiffness and mass), vibration modes (pattern of motion) and
damping. The objective of this study was to determine if structural vibration testing can reveal the
resonance frequencies that correspond to the mode shapes ﬂexion–extension, lateroﬂexion and axial
rotation of lumbar motion segments, and to establish whether resonance frequencies can discriminate
speciﬁc structural alterations of the motion segment. Therefore, a shaker was used to vibrate the upper
vertebra of 16 goat lumbar motion segments, while the response was obtained from accelerometers on
the transverse and spinous processes and the anterior side of the upper vertebra. Measurements were
performed in three conditions: intact, after dissection of the ligaments and after puncturing the annulus
ﬁbrosus. The results showed clear resonance peaks for ﬂexion–extension, lateral bending and axial
rotation for all segments. Dissection of the ligaments did not affect the resonance frequencies, but
puncturing the annulus reduced the resonance frequency of axial rotation. These results indicate that
vibration testing can be utilised to assess the modal parameters of lumbar motion segments, and might
eventually be used to study the mechanical properties of spinal motion segments in vivo.
& 2011 Elsevier Ltd. Open access under the Elsevier OA license.1. Introduction
Mechanical functioning of the spine is to a large extent deter-
mined by the mechanical properties of the intervertebral disc, facet
joints and ligaments. Degeneration of the disc, facet joints and
ligaments can lead to alterations in the stiffness of motion segments,
which might cause the spine to become unstable (Schmidt et al.,
1998; Haughton et al., 1999; Mao et al., 2005; Zhao et al., 2005). The
stiffness of the spine may also be altered by spinal surgery. For
example, surgery targeting spinal stenosis often implicates that the
overlying lamina and the supraspinous ligament of the motionulty of Human Movement
sterdam, The Netherlands.
sevier OA license.segment are removed, which might destabilise the spine (Tai
et al., 2008; Subramaniam et al., 2009; Van Solinge et al., 2010).
The treatment of segmental instability aims at increasing seg-
mental stiffness. To decide whether restabilising instrumentation is
needed and which segments should be targeted, the exact location
and severity of the instability need to be established. At present, the
mechanical properties of individual spinal motion segments cannot
be measured in vivo because MRI and X-ray images can only
provide an estimate of the mechanical properties based on degen-
eration and instrumented spinal manipulation and intraoperative
measurement devices can only obtain the mechanical properties of
the entire spine; although these devices typically apply a transverse
or bending force to the spinous processes and measure the deﬂec-
tion at the point of force application, they do not take into account
that the load–displacement data of only one segment do not reﬂect
the mechanical properties of this single segment, but of the tested
as well as all adjacent segments.
Fig. 1. Top view of the specimen with accelerometers attached to the transverse
processes (2 and 3) to measure the response in anteroposterior direction and to
the spinous process (4) to measure the response in mediolateral direction. The
shaker (1) is attached to a screw in the pedicle.
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ties of individual motion segments might be structural vibration
testing, which measures the response of a system to an applied
vibration as a function of frequency. The resulting frequency
response function (FRF) allows determination of modal para-
meters such as resonance frequencies (ratio between stiffness
and mass), vibration modes (pattern of motion) and damping. It is
also possible to estimate the mass (m), stiffness (k) and damping
(c) using a parameter estimation procedure based on the relation-
ship between the FRF and the time domain differential equation
of motion (see Eq. (1)), where _x and €x are, respectively, the ﬁrst
and second derivative of displacement x, and F(t) is the external
force (Richardson, 1977):
m €xþc _xþkx¼ FðtÞ ð1Þ
Vibration testing of the spine is not new, although previous
vibration experiments were merely low frequency dynamic tests
than modal tests. Kazarian (1972), Kaigle et al. (1998) and Keller and
Colloca (2007) applied an excitation that consisted of a sinusoidal
load with a stepwise increased frequency up to 50 Hz and calculated
the ratio between the applied force and the measured deﬂection or
velocity for each frequency band. The interest of these studies was to
examine the stiffness-frequency or impedance-frequency relation in
a single loading direction, since it is known that the damping
component that is present in a viscoelastic structure as the spine
produces a stiffening effect with increasing frequency. Kasra et al.
(1992) did set out to ﬁnd the resonance frequencies of human
motion segments under different preloads and in different structural
conditions. They found resonance frequencies between 23 and 35 Hz
depending on the applied preload but found no signiﬁcant change in
resonance frequency after removal of the posterior elements.
Kawchuk et al. (2008, 2009) studied vibration testing with assess-
ment of the FRF in the frequency domain up to 2 kHz in multiple
directions. They performed tests in cadaveric pigs before and after
successive disc transection and mounting of scoliosis instrumenta-
tion and calculated the frequency response correlation coefﬁcient to
compare the FRFs of the different structural states. In their second
study, they also applied a structural health monitoring system to
identify the presence, location and magnitude of structural changes.
Their studies showed that FRF data can be used to identify the
presence, location and magnitude of structural alterations, but the
authors did not determine resonance frequencies and corresponding
mode shapes and were (therefore) unable to assign speciﬁc FRF
features to speciﬁc alterations in structural state (e.g. linkage of L1-L2
leads to an increase in the resonance frequency for bending).
The main objective of the present study was to determine if
structural vibration testing can reveal the resonance frequencies of
spinal motion segments that correspond to the mode shapes ﬂexion–
extension bending, lateral bending and axial rotation. The second
objective was to establish whether resonance frequencies can
discriminate speciﬁc structural alterations of the motion segment.Fig. 2. Measurement setup with shaker (1), stinger (2), force transducer (3),
specimen (4), accelerometer (5), cup in which the specimen was embedded (6),
conditioning ampliﬁer (7), power ampliﬁer (8), digital signal processing system
(9) and PC (10).2. Materials and methods
2.1. Specimens
Six lumbar spines from Dutch milk goats were obtained from the abattoir,
wrapped in plastic bags and stored at 21 1C. Eighteen hours prior to vibration
testing, the spines were thawed to room temperature and the musculature was
carefully removed, leaving the ligaments intact. The spines were dissected in single
motion segments resulting in 4T16–L1, 6 L2–L3 and 6 L4–L5; sixteen single
motion segments in total. Three screws were inserted in the lower end vertebra,
which was then embedded in a cup using a low melting temperature alloy (Wood’s
metal). A hole was drilled in one of the pedicles of the upper vertebra, and a screw
was inserted for later shaker attachment. Saline-soaked gauze was wrapped around
the specimens and sprayed with saline solution during preparation to minimise
dehydration.2.2. Vibration equipment and test setup
Vibration was provided by an electromagnetic vibration exciter (shaker, Bru¨el
& Kjær, type 4810) suspended on springs from a tripod. The shaker was attached
to the screw in the upper vertebra with use of a stinger (ﬂexible steel rod). The
applied vibration force was quantiﬁed by a piezoelectrical load cell (Bru¨el & Kjær,
type 8203) placed in between the stinger and the screw in the specimen. The
response was collected by uniaxial accelerometers (Bru¨el & Kjær, type 4393), each
weighing 1 g, attached with bee wax to the transverse processes of the upper
vertebra in anteroposterior direction and to the spinous process and the ventral
side of the upper vertebra in mediolateral direction (Fig. 1).
The excitation signal was provided by a digital signal processing system (Siglab,
model 20-42) that was connected to a laptop computer. The excitation signal was
current driven ampliﬁed (Bru¨el & Kjær, type 2706) and consisted of random
frequencies between 0 and 2 kHz. The applied vibration force and the response
from the accelerometers were ampliﬁed (Bru¨el & Kjær, type NEXUS, 4-channel) and
fed back to the Siglab system. The sample frequency was set at 5120 Hz. During
measurements, the coherence of input and output signals (with values between
0 and 1) was available as feedback on the monitor. When the coherence was o0.8
the measurement was considered of insufﬁcient quality and the trial was repeated.
A schematic drawing of the measurement setup is provided in Fig. 2.
Fig. 3. Typical example of a FRF from one specimen. The imaginary part of the FRF,
Im{H(o)}, is plotted versus the frequency. The four lines in the graph represent the
FRFs of the two sensors on the transverse processes (TP1 and TP2): the sensor on the
spinous process (SP) and the sensor on the vertebral body (VB). Clear resonance peaks
indicated by the numbers 1–5 in the graph can be identiﬁed. The middle and lower
panels show the FRFs after the structural condition of the segment was altered.
S.J.P.M. van Engelen et al. / Journal of Biomechanics 44 (2011) 1478–148314802.3. Experimental procedure
To examine whether alterations in the structural integrity affected the
resonance frequencies, trials were performed in three different structural condi-
tions: (1) intact, (2) after the dissection of the interspinous, supraspinous and
intertransverse ligaments, ligamenta ﬂava and the facet capsular ligaments and
(3) after puncturing the annulus ﬁbrosis at the ventral side of the intervertebral
disc with a 5 mm diameter punch. To examine linearity trials were performed at
two different force levels in a subset of eight segments.
2.4. Data analysis
Excitation and response data were extracted using a computer programme
written in Matlab (Mathworks, Natick MA, USA). First, the cross power spectral
density of the response and excitation signal SXF(o) and the power spectral density
of the excitation signal SFF(o) were calculated according to Welch’s averaged
modiﬁed periodogram method of spectral estimation, using a Hamming window
with a window size of half the sample frequency and 50% overlap. From these, the
frequency response function (FRF) was calculated as the quotient of SXF(o) and
SFF(o). In connection with the 901 phase criterion, the imaginary part of the FRF
displays a peak when the excitation frequency is equal to the resonance frequency;
therefore, the imaginary part of the FRF was plotted versus the frequency. The
locations of the ﬁrst ﬁve resonance peaks of the FRF were then determined for the
three conditions for each specimen. Since the specimens were taken from three
segmental levels, this procedure resulted in 5 (peaks)3 (conditions)3 (segmen-
tal level)¼45 mean frequencies with standard deviations (Fig. 4). Phase differences
between the response signals were used to characterize the type of mode shape (e.g.
bending or torsion) of the resonance frequencies (Fig. 3). Linearity was checked by
overlaying the two FRFs obtained from the two different excitation levels (Fig. 5).
2.5. Statistics
Statistical analysis was performed to examine whether the resonance frequencies
were signiﬁcantly different for the three structural conditions and for the three
segmental levels, and whether segmental level and condition interacted. Because
several specimens were obtained from one goat spine, observations might not be
independent. Therefore, linear multilevel analysis was used, which is an extension of
standard regression techniques (Twisk et al., 2006; Fields, 2009). All statistical tests
were performed using SPSS 16 (SPSS Inc., Chicago, IL); signiﬁcance was set at po0.05.3. Results
Fig. 3 shows a typical example of a FRF. The four lines in the
graph represent the FRFs of the two sensors on the transverse
processes (TP1 and TP2), the sensor on the spinous process (SP)and the sensor on the vertebral body (VB). Clear resonance peaks
indicated by the numbers 1–5 in the graph could be identiﬁed in
all segments. The middle and lower panels show the FRFs after
the structural condition of the segment was altered. In this typical
example, peaks 2, 4 and 5 appear to have shifted to the left hand
side after the annulus was punctured. Fig. 4 shows the mean
values and standard deviations (in Hz) for the resonance frequen-
cies 1–5 of all 16 specimens for the three structural conditions
and for the three segmental levels.
3.1. Assessment of the mode shape
Assessment of the phase information from the two acceler-
ometers on the two transverse processes (TP1 and TP2 in Fig. 3)
shows that the sensors moved in-phase at the frequencies of
peaks 2 and 4 and in anti-phase at the frequency of peak 5.
In-phase movement indicates that the mode shape was a bending
or a shear mode and anti-phase motion indicates that the mode
shape was axial rotation. The phase information from the signals
from the accelerometers on the spinous process and on the
ventral side of the vertebra (VB and PS in Fig. 3) shows that
peaks 1 and 3 corresponded to lateral bending or lateral shear.
3.2. Building the multilevel linear model
Before the model was constructed, the parameter ‘‘condition’’ was
recoded into two levels using dummy variables: intact versus no
ligaments (I–nL) and no ligaments versus annulus puncture (nL–P).
The multilevel model was built up starting with ﬁxed parameters
only (condition and segment level), after which random coefﬁcients
were added (random intercept for goat and a random slope for
segment level). Improvement of the model overall ﬁt was tested
using chi-square likelihood tests comparing the old and the new
models. The relationship between resonance frequencies and seg-
ment level showed signiﬁcant variance in intercepts across goats,
var(u0j)¼354.79, w2(1)¼21.46, po0.01. In addition, slopes varied
across goats, var(u1j)¼653.74, w2(1)¼26.30, po0.01. There was no
signiﬁcant covariance between slopes and intercepts. The ﬁnal model
therefore consisted of ‘‘goat’’ as subject variable, with ‘‘I–nL’’, ‘‘nL–P’’,
‘‘segment level’’ and the interaction between ‘‘segment level’’ and
‘‘I–nL’’ and between ‘‘segment level’’ and ‘‘nL–P’’ as ﬁxed coefﬁcients
with a random intercept and random slope for ‘‘segment level’’.
3.3. Statistical results of the resonance frequencies
The structural condition predicted the resonance frequency;
dissection of ligaments had a borderline signiﬁcant effect on the
prediction of peak 1 (F(1,26)¼3.920, p¼0.058), and puncturing
the annulus ﬁbrosis had a highly signiﬁcant effect on the predic-
tion of the resonance frequencies for peaks 4 and 5, and almost
signiﬁcant for peak 2 (F(1,26)¼9.678, p¼0.004, F(1,26)¼78.328,
po0.001 and F(1,26)¼3.075, p¼0.091, respectively). The seg-
ment level signiﬁcantly predicted the resonance frequencies for
peak 5 and a trend was observed for peak 3 (F(2,13.63)¼8.995,
p¼0.003 and F(2,9.411)¼3.292, p¼0.082, respectively); pairwise
comparisons showed that resonance frequencies were higher for
the T16–L1 segment than for the L4–L5 and L2–L3 segments. The
interactions between segment level and condition did not sig-
niﬁcantly predict the resonance frequency, which indicates that
manipulating the integrity of the segment had the same effect on
all the segmental levels tested.
3.4. Linearity check
All specimens exhibited linear characteristics when excited in
the intact condition. After dissection of the ligaments and
Fig. 5. Typical example of the two FRFs obtained at different force levels after
dissection of the ligaments and puncturing of the anulus. A slight difference
between the lines occurs between 0 and 400 Hz, suggesting that nonlinearities
were excited in this frequency range. Apart from the frequencies around 200 Hz
the coherence is 40.8 in this interval; therefore loss of linearity was probably not
due to measurement noise.
Fig. 4. Mean values and standard deviations of the frequencies of resonance peaks 1–5 for L4–L5 (solid line), L2–L3 (dotted line) and T16–L1 (dashed line) for the three
conditions (I, intact; nL, no ligaments; P, after annulus puncture). The asterisks indicates a signiﬁcant reduction in the resonance frequency for all segments when the
annulus was punctured. The hash symbol indicates that the resonance frequency was signiﬁcantly higher for T16–L1 than for L2–L3 and L4–L5 in the punctured condition.
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showed a slight difference between the two FRFs obtained at
different force levels between 0 and 400 Hz, suggesting that
nonlinearities were excited in this frequency range (Fig. 5).4. Discussion
Structural vibration testing is a non-destructive measurement
technique that is used in engineering to identify the mechanical
properties of a structure and can be used to identify structural
damage, such as cracks. The main objective of this study was to
determine if structural vibration can reveal the resonancefrequencies of spinal motion segments for ﬂexion–extension
bending, lateral bending and axial rotation. The results showed
similar ‘‘smooth’’ FRF-curves with clear resonances for all seg-
ments. Clear resonance peaks indicate that the modes are sufﬁ-
ciently far apart to make differentiation possible and that damping
is sufﬁciently low to make the peaks stand out of the rest of the
curve. These results are in accordance with previous ﬁndings on
the applicability of modal testing in biomechanical applications.
Cornelissen et al. (1986, 1987) and Christensen et al. (1986)
performed several studies on the stiffness of the human tibia
and the use of modal parameters to monitor fracture healing and
found that structural vibration testing and modal analysis might
have clinical utility.
In addition to clear resonance frequencies, it was also possible to
identify which peak corresponded to axial rotation; however, using
phase information it was not possible to determine whether peak
2 or peak 4 corresponded to ﬂexion–extension and whether peak
1 or peak 3 corresponded to lateroﬂexion. Phase information only
shows that the sensors moved in-phase; however, this also happens
during shear movements or during higher order bending modes;
when the ﬁrst bending mode is visualised as a simple arc, the second
bending mode would have had the shape of a sine. Shear movement
and higher bending modes would have resulted in a higher reso-
nance frequency, making it likely that peak 1 corresponded to
lateroﬂexion and peak 2 corresponded to ﬂexion–extension. Another
mode shape that might have corresponded to peak 3 and peak
4 might be the coupled motion of bending and torsion, which is
normal motion behaviour for the lumbar spine (Barnes et al., 2009; Li
et al., 2009). Additional measurements with more sensors are needed
to determine the mode shape that corresponded to peaks 3 and 4.
The second objective was to establish whether resonance
frequencies can discriminate speciﬁc structural alterations of the
motion segment. The results show that puncturing the annulus
ﬁbrosis, which was performed to decrease the axial stiffness of the
segment, indeed reduced the frequency of peak 5 that might
correspond to a torsion mode. However, dissection of the liga-
ments did not signiﬁcantly change the resonances for peaks 1 and
3 for lateroﬂexion and ﬂexion–extension, respectively. A lack of
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sacroiliac joint by Conza et al. (2007). They explained their lack of
results compared to other studies by the fact that they performed
dynamic tests, while the other studies performed static tests.
Although they did not elaborate on the differences between static
and dynamic (vibration) testing, their reasoning might be correct.
In vibration testing, the amplitude of motion is typically very low;
in spinal segment testing this low amplitude might imply that the
segment moves within the neutral zone. Previous studies found
that motions within the neutral zone implicate that the ligaments
are not stretched and therefore add no stiffness to the segment
(Panjabi, 1992; Crawford et al., 1998). Accordingly, removing the
ligaments does not reduce the resonance frequency. Removal of
the ligaments might even have increased the resonance frequen-
cies in some cases in the present study (Fig. 3). This can be
explained by the fact that removing ligamentous tissue also means
that mass is removed from the system; a reduction in mass at
constant stiffness increases the resonance frequency. Since the
ligamentous tissue that was removed weighed around 15 g and
the mass of the intact system was around 83 g, this could account
for an increase in the resonance frequency by some 10%. The
reduction in the resonance frequency for axial rotation after
puncturing the annulus ﬁbrosis was as expected. From engineer-
ing practise the rotational stiffness is known to be largely affected
when a cylinder wall is interrupted by drilling a hole. The effect of
an interruption of the annulus ﬁbrosis on the rotational stiffness
was studied recently in rat tails by Michalek et al. (2010). The
authors measured rotational stiffness in intact discs and after
needle puncture injuries with a 30 G, a 25 G and a 21 G needle,
and found a signiﬁcantly lower axial rotational motion after the
annulus was punctured by a needle 425 G. However, they also
found that the torsion behaviour in the neutral zone, where the
annular ﬁbres are lax, was not affected by the puncture. The
contrast between the ﬁndings of Michalek et al. and the ﬁndings in
the current study could mean that the response amplitude of the
axial rotation was beyond the neutral zone and therefore annulus
ﬁbres did contribute to the rotational stiffness. This is not
necessarily in contrast to the previous explanation that the
segment did not move beyond the neutral zone, since the neutral
zone is smaller in axial rotation than in ﬂexion–extension and
lateroﬂexion, as was found by Busscher et al. (2010) in human and
porcine spines. The stiffness contribution of the annulus ﬁbrosus
may be large compared to the ligaments, because of its shorter
collagen ﬁbres and higher cross-sectional area.5. Conclusion
This study showed that the resonance frequencies of spinal
motion segments for ﬂexion–extension, lateroﬂexion and axial
rotation can be determined by structural vibration testing, and
that resonance frequencies can discriminate speciﬁc structural
alterations of the motion segment. Based on these results, vibra-
tion testing might be a promising method to study the mechan-
ical properties of larger spinal sections and ultimately patients
suffering from low back disorders.Conﬂict of interest statement
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